












Engineered down to the smallest detail
Technologies that enhance image quality Technologies that enhance productivity Technologies that enhance ergonomics

Discover the new reading room on www.barco.com/uniti

Calibrated to meet the DICOM standard 
for grayscales and to guarantee consistent 
color behavior – an industry first.

Makes every pixel permanently DICOM-
compliant, ensuring consistent colors 
and grayscales.

Guarantees the best DICOM precision.

A cloud-based technology for automated 
calibration and Quality Assurance.

Works wonderfully well with MediCal 
QAWeb to ensure 24/7 compliance to 
medical standards.

Delivers exceptional brightness. The 
result is more JNDs, unveiling more 
image details. 

For efficient, long-lasting brightness.

Doubles the brightness – to more than  
2,000 nits.

Ensures crisp and in-focus moving 
images. 

For faster control and smooth image 
manipulations.

Projects images onto the large screen 
with ease.

For unmatched processing power, 
loading current and prior exams in no 
time.

For consistent images in any lighting 
conditions.

To use your display as a virtual light box 
to view film priors.

The highest resolution (12MP) on a large, 
bezel-free image area.

Designed to mirror a human’s natural 
field of vision thanks to the 33” screen 
size and Fusion form factor. 

Reduces reflection, enhances image 
sharpness and hence viewing comfort. 
Durable and scratch-resistant. 

Task light and wall light to reduce eye 
fatigue.  

Focuses the light on things you want to 
have a closer look at.

Switches between Clear base and Blue 
base viewing modes on-the-fly.

Application Appearance Manager assures 
that color images appear as intended and 
allows luminance control of individual 
windows.

Dims auxiliary displays while reading 
to focus on image details on the main 
display.

To create a virtual nav head on the main 
display.
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